C-100x 50x 20x 2.3 11
950 190 180,500
kg
@ -34.0x 3.2 12
580 250 145,000
kg
@ -27.2x 2.3 13
340 230 78,200
kg
C-100x 50x 20x 2.3 14
260 190 49,400
kg
¢ 16 15
380 170 64,600
kg
L-6x 65x 65 16
280 160 44,800
kg
17
2,660 150 399,000
kg
18
2,660 150 399,000
kg
19
2,660 440 1,170,400
kg
110
2,660 140 372,400
ka
111
2,660 50 133,000
kg
112
2,660 68 180,880
kg
113
2,660 160 425,600
kg
114
2,660 140 372,400
kg
115
2,660 54 143,640
kg
116
2,660 23 61,180
kg
117
2,660 14 37,240
kg
118
2,660 32 85,120
kg
L-3x 40x 40 119
21 200 4,200
kg
120
1 13,500
121
1 22,500
122
1 4,500
123
1 3,150
124
1 9,000
125
1 18,000
126
1 2,250
C-100x 50x 20x 1.6 127
730 220 160,600
kg
L-6x 50x 50 128
230 160 36,800
kg
@ -42.7x 2.3 129
70 230 16,100

kg




30

980 90 88,200
kg
31
980 170 166,600
kg
32
980 250 245,000
kg
3
980 120 117,600
kg
34
980 54 52,920
kg
35
980 90 88,200
kg
36
980 170 166,600
kg
37
980 170 166,600
kg
38
980 77 75,460
kg
39
980 29 28,420
kg
40
980 18 17,640
ka
41
980 18 17,640
kg
C-100x 50x 20x 1.6 42
570 230 131,100
kg
43
540 140 75,600
kg
44
540 230 124,200
kg
45
540 320 172,800
kg
46
540 140 75,600
kg
47
540 54 29,160
kg
48
540 90 48,600
kg
49
540 180 97,200
kg
50
540 180 97,200
kg
51
540 77 41,580
kg
52
540 36 19,440
kg
53
540 27 14,580
kg
54
540 27 14,580
kg
C-125x 65x 6x 8 55
3,250 170 552,500
ka
L-65x 65x 6 56
1,520 170 258,400
kg
L-65x 65x 6 2L 57
2,130 170 362,100
kg
L-75x 75x 6 58
120 170 20,400
kg
L-75x 75x 6 2L 59
420 170 71,400

kg




L-50x 50x 6 1 60
460 170 78,200
kg
[-100x 50x 5x 7.5 161
350 170 59,500
kg
[-100x 50x 5x 7.5 2C 162
290 170 49,300
kg
C-100x 50x 20x 1.6 163
2,830 220 622,600
kg
C-100x 50x 20x 1.6 2C 164
2,420 220 532,400
kg
PL-6 165
280 230 64,400
kg
PL-9 166
3,040 220 668,800
kg
PL-12 167
190 220 41,800
kg
M12 L=30 168
1,190 110 130,900
M16 L=50 169
1,220 180 219,600
M16 L=40 170
130 150 19,500
N20 L=40 171
2,200 220 484,000
M20 L=45 172
40 230 9,200
M20 L=50 173
1,410 230 324,300
M20 L=70 174
110 260 28,600
M12 L=180 175
192 880 168,960
176
16,540 59 975,860
kg
177
16,540 81 1,339,740
kg
178
16,540 190 3,142,600
kg
179
16,540 59 975,860
kg
180
16,540 27 446,580
kg
181
16,540 41 678,140
kg
182
16,540 230 3,804,200
kg
183
16,540 210 3,473,400
kg
184
16,540 59 975,860
kg
185
16,540 27 446,580
ka
186
16,540 23 380,420
kg
187
16,540 18 297,720
kg
188
1 1,140,000
M8 M16(3 x 1
1 64,800




6 6,660 39,960
1 13,800
55 2,700 148,500
1 14,400
2L-65x 65% 6
4 39 7,650 298,350
2L-65x 65 6
2 16 4,050 64,800
2L-65x 65 6
1 4 2,700 10,800
192 420 80,640
192 540 103,680
15 13,500 202,500
730 140 102,200
2 x2
6 16,200 97,200
1 76,500
1
222 15,500 3,441,000
2
41. 9,330 385,329
500x 11,700
1 495,000 495,000
1
¢ 100 4 21,200 84,800
2
©75 4 18,900 75,600
691 62,900 43,463,900
8. 8,500 71,400
sz 31
237 12,800 3,033,600
32
1 151,000
FRP 13
80. 44,600 3,581,380
14
227 7,020 1,593,540
15
71. 30,600 2,194,020
21
699 3,780 2,642,220




SN ; 71
2 11,700 23,400
L=4,750 61
2 108,000 216,000
1,800% 900 62
2 7,290 14,580
51
5,300% 600 1 228,000 228,000
11
33. 5,220 173,304
21
10. 2,700 29,430
31
1,666 3,600 5,997,600
14
618 7,200 4,449,600
15
618 990 611,820
16
4. 7,200 332,640
17
46. 990 45,738
A AL 1
500% 1200 2 119,000 238,000
AVBA FIX AL 2
2340x 1200 2 137,000 274,000
10
A A3
1500% 900 4 132,000 528,000
AL 4
1 12,300
AD104 AL5
1 926,000 926,000
1810% 2200
AL 6
1 7,910
AD106 1 AL 7
1 233,000 233,000
TL10L 1
900x 1800 1 637,000 637,000
TL10 T2
“4 ) 1 850,000 850,000
900x 1800
L3
1 5,670
D101 @ S
1 507,000 507,000
D110 0 2
1 12,600 12,600
D117 3
1 25,200 25,200
0122 4
1 12.600 12,600
0122 05
1 12,600 12,600




11

D1 6
1800 2000 1 607,000 607,000
SD8 7
800x 1800 2 247,000 494,000
SD9 D8
400 600 2 102,000 204,000
9
1 19,900
Sp101 D 1
2 27,000 54,000
D102 D 2
2 27,000 54,000
D108 D 3
2 90,000 180,000
D116 D 4
2 90,000 180,000
SD116" D 5
2 90,000 180,000
D117 D 6
2 90,000 180,000
TBL 11 ™1
27508% 2500 1 3,360,000 3,360,000
TB2 8 T8 2
21680% 2500 1 2,650,000 2,650,000
783 83
2 83,000 166,000
8 4
1 24,700
12
SF1 SUS 1
1,500x 2,475 2 187,000 374,000
SUS 2
1 10,400
1
12. 23,100 281,820
31
1,287 6,800 8,751,600
32
1,287 600 772,200
33
1,287 750 965,250
oP 15
45 2,250 101,250
oP 13
53. 1,800 96,300
1 21
0. 2,070 1,035
41
2.0 867 4,770 4,135,590
31
2.0 104 4,320 449,280




13

3 32
512 6,120 3,133,440
H=100 33
86.7 4,050 351,135
39
14.2 16,200 230,040
34
134 16,200 2,170,800
35
41.9 13,100 548,890
36
91.9 7,650 703,035
12 37
26.1 2,250 58,725
38
230 1,350 310,500
39
63.8 16,200 1,033,560
EPG 11
49.6 4,950 245,520
12.5+12.5 662 6,120 4,051,440
9+PB12.5 29.1 8,160 237,456
12.5+12.5 8.4 6,120 51,408
1 2,400,000
14
1,727x 450 1
1 134,000 134,000
1,685x 600 2
1 211,000 211,000
2,413x 600 3
1 302,000 302,000
6,276x 600 4
1 783,000 783,000
6,430x 600 5
1 804,000 804,000
1
1036 1 9,180,000
6
14.3 31,500 450,450
7
1 18,000
W3,000x H2,200 8
1 252,000 252,000
9
1 2,700
35 ( L50x 50x 5) 10
23.5 10,800 253,800
1
W7,500x 4,160 1 1,220,000 1,220,000
A-1
W1,300x H2,400 2 223,000 446,000
A-2
W1,850x H360 11 36,900 405,900




15

A-3 4
W350x H2,400 2 53,100 106,200
B-3 5
W220x H220 4 12,600 50,400
B-4 6
35H 50H 20H 35H 17 2,250 38,250
Cc-1 7
W250x H134 W200x H134 2 52,200 104,400
Cc-2 8
W150x H2,400 6 34,200 205,200
D-1 9
W60x H30 @300 1 22,500 22,500
1
1,810 1,800 1 1,640,000 1,640,000
(
33. 2,430 80,676
3
3. 22,500 76,500
6
0. 11,300 1,130
11
1 621,000
16
12
1 655,000
13
1 780,000
1
12. 3,060 37,944
2
0. 2,610 783
3
26. 22,500 587,250
4
5. 7,650 45,135
5
26. 22,500 594,000
6
7. 11,300 89,270
7
9. 14,400 131,040
0.15 21
1. 2,520 4,032
22
8. 2,160 17,496
23
1 3,150 3,150
24
1 8,100 8,100




17

5
1 7,200 7,200
6
1 3,600 3,600
7
1 27,000
1 x2 x1 8
2 2,430 4,860
9
1 13,500 13,500
1 x1 10
1 1,980 1,980
1
1 1,350 1,350
12
0.1 900 90
13
0.1 1,080 108
® 150 14
3 2,700 8,100
® 100 15
1 1,800 1,800
(M16) 16
6 900 5,400
17
16 900 14,400
18
9.7 450 4,365
19
0.1 450 45
18
20
0.1 22,500 2,250
21
0.1 36,000 3,600
2
1 27,000 27,000
23
1 22,500
1 1 24
2 24,300 48,600
25
1 16,200
ALC 100 1
6.8 52,200 354,960
2
1 54,000
3
1 13,500
4
1 45,000
5
1 225,000
6
1 9,000
7
1 36,000
L-65x 65x 6 8
6.4 6,300 40,320




19

L-6x 6 L150 D10

7 1,800 12,600

1
161 15,500 2,495,500

W=20 2
206 530 109,180

MG 3
206 710 146,260

4
30.2 9,330 281,766

5
74 970 71,780

6
74 1,230 91,020

7
97.5 2,460 239,850

1
¢ 100 5 21,200 106,000

L=3,000 11
2 91,800 183,600

W7,000x D2,000 21
1 1,460,000 1,460,000

W4,250x D2,000 22
1 1,080,000 1,080,000

20

23
1 16,200

31
5.8 4,500 26,100

32
11.7 7,650 89,505

600x 600 41
1 4,500 4,500

900x 900 42
6 4,500 27,000

1,200x 600 43
2 5,400 10,800

11
E 260 2,250 585,000

12
66.5 5,220 347,130

13
67.5 2,070 139,725

W0.4 3.0m 21
4 50,400 201,600
TL301 TL 1

900x 900 6 295,000 1,770,000
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TL302 L2
600% 600 2 238,000 476,000
TL303 L3
600% 600 1 238,000 238,000
L 4
1 25,400
02 S
2300 2600 1 1,470,000 1,470,000
7 D2
1600% 2200 1 851,000 851,000
D301 o3
1 21,000 21,000
D302 4
1 165,000 165,000
D305 o5
1 12,600 12,600
D6
1 34,100
S5t S 1
2060 2400 1 941,000 941,000
552
1 26,100
DP
21. 1,800 38,700
22
9.5
7. 1.620 12.798
B-1
W220% H253 3 21,600 64,800
B3
W220% H220 2 12,600 25,200
B-4
35H SOH 20H 35H 8 2,250 18,000
( 11
66. 2,430 161,595
0. 11,300 6,780
1. 22,500 40,500
0. 11,300 5,650
1. 14.400 20.160




23

0.15 1
36.1 2,520 90,972

0.1 2
78.3 2,160 169,128

3
2 6,300 12,600

4
2 8,100 16,200

5
2 7,200 14,400

6
2 16,200 32,400

0.5 / x2 x2 7
2 12,600 25,200

8
1 27,000

2 x2 x2 9
8 2,250 18,000

10
2 31,500 63,000

2 x2 11
4 1,800 7,200

12
22.9 900 20,610

13
22.9 1,080 24,732

14
22.9 4,500 103,050

15
137 450 61,650

24

16
114 140 15,960

17
22.9 720 16,488

18
1 27,000 27,000

19
1 45,000

3 2 20
5 23,400 117,000

21
1 54,900

184,868,508




